
 
 TCD & FCWID JOINT QUARTERLY BOARD MEETING  

March 12, 2018 @ 10:00am  
420 W. Pearl Ave., Jackson, WY 

  
Meeting Members:  

 
TCD BOARD MEMBERS: Dave Adams (Chairman), Tom Campbell (Treasurer), Bob Lucas, Sandy Shuptrine (Secretary) and 
Bailey Schreiber. Associate TCD Members: Tom Breen & Travis Ziehl  
 
FCWID MEMBERS & STAFF: Bill Wotkyns (Chairman), Larry Pardee (Vice-Chair), Lance Ash (Treasurer), Sandy Buckstaff 
(Secretary), & Lexey Wauters. Staff: Alice Widdess (Admin. Manager)  
 
TCD STAFF MEMBERS: Tom Segerstrom (Executive Director), Emily Hagedorn-Wegher (Admin. Manager), Caroline Baker 
(Communications Specialist), Carlin Girard (Water Resources Specialist), and Chauncey Smith (Natural Resources Tech.)  
 
GUESTS & AGENCY PARTNERS: Brian Remlinger (Alder Environmental)  
 

AGENDA:  
Joint Minutes & Treasurer Reports:  

December 11, 2017 Minutes - Alice Widdess (see attached for board packet) 
Quarterly Treasurer’s Report - FCWID Treasurer Lance Ash  
Progress Report FCWID Chairman - Bill Wotkyns (see attached for board packet; however, I won’t have final until 

I receive edits and bank account balances0 
 

Introductions and Comments from the Public:  
 
Agency Reports/Guests:  
 
Board Reports:  

Reports from TCD and FCWID Board Members  
 

Staff Reports – questions or clarifications:  
Reports from TCD and FCWID Staff Members  

 
New Business/Discussion Items:  

Updates of visit from Dr. Kempema and his Report (Bill Wotkyns) (see attached for board packet) 
Karns Meadow Development Proposal & FCWID’s Letter to Jackson Town Council (Bill Wotkyns) (see letter 

attached for board packet) 
 
Old Business:  
 
Executive Session:  
 
Adjournment:  
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Flat Creek Water Improvement District (FCWID)  
Quarterly Report  

January – March 2018 
 

Mission Statement: The mission of the Flat Creek Water Improvement District is to explore and implement ways to 
prevent damage to private property due to winter flooding of Flat Creek with a commitment to honor water rights, 
represent the best interests of the district’s property owners and residents, while maintaining and improving water and 
habitat quality within the stream corridor.  
 

I. FCWID Organization 
a. FCWID Board Officers Elected and New Terms of Office 

i. The FCWID Board of Directors voted on the 2018 officers and terms of office with the following 
results: 

1. Bill Wotkyns, Board President with a TWO-YEAR TERM. 
2. Larry Pardee, Board Vice-President with a FOUR-YEAR TERM. 
3. Lance Ash, Board Treasurer with a TWO-YEAR TERM. 
4. Sandy Buckstaff, Director with a FOUR-YEAR TERM. 
5. Lexey Wauters, Director with a FOUR-YEAR TERM. 

ii. Larry Pardee, representing the Town of Jackson, was just re-elected to the FCWID Board in 
November 2017.  Now that he will be moving to be Town Manager for the Town of Jackson, and 
if he resigns from the FCWID, the Town will need to decide on how to move forward with a 
representative – whether it be FCWID Director or simply someone who attends the monthly 
meetings. 

b. FCWID Statement of Investment Policy for 2018 was approved and accepted by the Board at the January 
8, 2018 Monthly Board Meeting. 

II. FCWID Financials 
a. FCWID RESERVE ACCOUNT:  As of February 28, 2018, the balance in this account was $_____.   
b. FCWID OPERATING CHECKING ACCOUNT:  As of February 28, 2018, the balance in this account was 

$________.   Teton County property assessments are being collected ($240 assessment for Flat Creek 
District Members) and are deposited into this account. 

c. P&L Budget:  Lance Ash reports that the FCWID year-to-date budget figures are in line with what is 
expected, with the District member assessments received being about $1,000 ahead of amount received 
last year at this time. 

i. The Board of Directors signed a BUDGET RESOLUTION approving movement of funds from our 
legal budget line item into the consulting budget line item in order to accommodate payment to 
Dr. Kempema for his early January 2018 visit to Jackson to observe and report on 
recommendations for FCWID. 

III. Flat Creek Mitigation 
a. Dr. Ed Kempema’s Visit to Observe Flat Creek – January 1-4, 2018.   

i. Brief summary of conditions: On Monday, January 1 @ 4:00 p.m., there was very little anchor ice 
and ice dams.  40 hours later there were 38 ice dams occurring and it became necessary to put a 
track hoe in the creek.  Creekside Condos experienced flooding from Flat Creek that came within 
9 feet of foundations. 

ii. Dr. Kempema sent his observations and recommendations in a report (report can be viewed on 
our website, www.fcwid.org – under the tab “Flat Creek Studies”. 

b. Kelly Lockhart attended the January 2018 FCWID Board Meeting, and the FCWID is building a relationship 
with him to bring him up to date on mitigation efforts on Flat Creek taking place.  Kelly expressed, as a 
neighbor to the District, he has interests and concerns in these efforts because they affect both upstream 
and downstream reaches of the creek. 

c. SPET Funds for Master Plan Downtown Storm Water Collection & Conveyance System Improvements.  
Lexey Wauters has acted as FCWID’s liaison attending meetings with the principals involved on this 
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project.  Storm water drainage is very important to Flat Creek with its effects on the water quality of the 
creek.  Lexey is keeping FCWID updated on all developments and progress for this project. 

d. Karns Meadow: Teton County-Jackson Parks & Recreation Department Advisory Board Meeting and 
Town Council Meeting.  Franz Camenzind has acted as FCWID’s liaison.  He has attended the various 
meetings and reported back to the FCWID board on developments concerning the installation of 
pathways, etc. in Karns Meadow. Franz drafted a letter for the FCWID to send to the Jackson Town Council, 
expressing the FCWID’s concerns with the Karns Meadow developments proposed (see letter contained 
in your Board Packet for this Joint Quarterly Meeting).  

e. FCWID’s Outreach to District Members.  The board is taking steps to improve communications with its 
District Members considering sending a postcard that suggests members check out progress and ideas to 
prevent damage from flooding on their properties on our website, as well as suggesting if they need to 
take steps to prevent flooding damage, the FCWID is here for them to help them through that process 
that may involve the acquisition of permits. 

  
Progress Report Submitted by: 
 
_________________________________ 
Bill Wotkyns 
Chairman of the FCWID Board of Directors 
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DATE:  January 26, 2018 

TO:   Flat Creek Water Improvement District 

CC:   Robert Ettema, PhD, PE 

FROM:  Edward Kempema, PhD 

  1731 Mill Street 

  Laramie, WY 82072 

  307-399-7921 

  kempema@uwyo.edu 

SUBJECT: REPORT ON SITE VISIT TO FLAT CREEK, JACKSON, WY 

INTRODUCTION 
The purpose of this short report is to provide a review of the ice conditions and water levels I observed 

along Flat Creek, Jackson, Wyoming during January 1-4, 2018. Additionally, this report offers a 

preliminary analysis of what I observed. The analysis leads to a set of conclusions and the outline of an 

approach to ice management along the creek. 

 

I present and discuss weather data from station JKNW4 and water level and temperature data from the 

USGS gaging station #13018350, located just upstream of the High School Road bridge. Much of this 

report is based on inferences gleaned from the USGS gage record, which is the only real-time source of 

water level and temperature data available at this time. These data will be augmented when the six 

water level data loggers, 13 water temperature data loggers, and six time-series cameras that were 

installed by AE in November are recovered at the end of the present ice season. To be kept in mind is 

that the analysis of this larger data set may modify the conclusions presented here. 

 

During the period January 1 through 4, I observed ice conditions along Flat Creek and evaluated 

potential ice-related flooding along the creek, which flows through Jackson, Wyoming. On January 1 

between 4:00 and 5:20 PM, I walked the bike path from High School Road to the pedestrian bridge at 

the upstream end of Garaman Park. On January 2 and 3, I accompanied Brian Remlinger and Kevin Poole 

on Alder Environmental’s (AE’s) designated walking routes (Alder Environmental, 2017). The 

observations, along with time I spent at AE’s office, gave me an insightful occasion to assess how ice 

forms and affects water levels along the creek, and to bring into focus methods for managing ice 

formation and water levels. In this regard, an important part of my visit entailed discussing the extensive 

data and observations that AE had collected during the last three winters. On January 4, Carlin Girard of 

the Teton Conservation District and I visited the Creek to view and review ice conditions. In addition to 

covering large portions of AE’s designated walking routes, we made stops on North Cache Street at the 

lower end of the Elk Refuge. 

 

Since my site visit, I have discussed my observations with Dr. Rob Ettema.  Together, we have conducted 

the preliminary analysis, drawn conclusions from the analysis, and suggest the outline of an approach to 

managing ice along Flat Creek as it passes through Jackson. 
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FLAT CREEK’S PHYSICAL AND ICE CHARACTERISTICS 
The physical characteristics of Flat Creek play an immediate role in ice formation along the creek. In a 

plan to rehabilitate Flat Creek, Thomas and Lora Wesche (2003) concisely describe the physical 

characteristics of the creek through Jackson: 

 

“The 3.5 miles of Flat Creek flowing through the Town of Jackson can generally be 

characterized as wide, shallow, single threaded, moderately meandering, low gradient and 

stable (Figure 2). Channel width ranges from about 25 up to 75 feet, with over 75 percent of 

the wetted surface area comprised of water depths of less than 1.0 feet. Sinuosity (ratio of 

channel length to valley length) varies from about 1.4 in the Karns Meadow section down to 

1.0 (straight) in several sections that have been channelized and confined by urban 

development. Few islands and bars are present and the channel gradient is 0.6 percent. The 

channel itself is exceptionally stable, characterized by well-vegetated stream banks and a 

paved substrate of small to large cobble.” (Wesche and Wesche, 2003) 

 

The 18-year, average daily discharge measured at High School Road (UWGS 13018350, Flat Creek below 

Cache Creek near Jackson, Wyoming) ranges from 60-70cfs during the ice season, which runs from about 

December 1 through February 15. 

 

Wesche and Wesche (2003) point out that Flat Creek thorough Jackson “. . . is an idea frazil generator.”  

This comment is borne out by my observations.  Widespread frazil generation during cold, surface-ice-

free periods leads to extensive anchor ice formation, which is a prominent ice characteristic of the 

creek. 

 

Anchor ice formation and subsequent release create a number of potential ice-related flooding 

scenarios that Jackson has been trying to mitigate for years.  Mitigation efforts have included the 

following actions: 

 

1. Discharging warm water into the creek to melt ice (Daly, 2003); 

2. Placing weirs and other in-stream improvements into the Creek to reduce flow velocity and 

promote surface-ice cover growth while simultaneously improving instream habitat (for 

example Leemon and Wesche, 2012; Wesche, 2002; Wesche and Wesche, 2003); and, 

3. Using backhoe excavators to remove ice dams when flooding was imminent (Brian Remlinger, 

personal communication). 

 

Alder Engineering collected water temperature and level at several locations along the creek during the 

winters of 2015-2016 and 2016-2017. Kempema and Ettema (Kempema and Ettema, 2016, 2017) 

analyzed these data and found that water temperatures and the ice cover along the creek are strongly 

influenced by the above-freezing, spring-fed water at the creek’s source, the springs in the Elk Refuge. 

This warm water melts ice throughout the winter, preventing the development of a continuous, floating 

ice cover. 
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WEATHER, WATER AND ICE CONDITIONS DURING WINTER 2017-2018 
It is evident that the creek’s relatively large aspect ratio (width/depth) and steep grade  cause the 

creek’s water to be very thermally responsive to weather conditions and to heat input from sources of 

groundwater contiguous with the creek. 

 

To date, winter 2017-2018 has been relatively mild. This weather situation has resulted in somewhat 

different ice conditions along the creek compared to last year (see Kempema and Ettema, 2017 for a 

discussion of last year's ice regime). However, the same basic ice-formation processes are evident 

during both winters. 

 

It is useful to recount the main weather and water conditions prevailing at the creek this winter.  My site 

visit occurred from January 1 through 4, 2018. As described above, conditions during this period closely 

matched typical early freeze-up conditions normally seen in late November or early December, i.e. air 

temperatures dropped to well below freezing and Flat Creek had little or no ice.  

 

Daily air temperature records from weather station JKNW4, along with water level and temperature 

records from the USGS gaging station upstream of the High School Road Bridge (USGS gage number 

13018350) are shown in Figure 1. The period from December 1, 2017 through January 5, 2017 can be 

broken into two phases. From December 1 thorough 21, daytime high temperatures cluster around the 

freezing point, and night-time lows range into the single digits (oF). As a result, water temperatures 

cooled to the freezing point at night, and rose to above 33oF (0.5oC) during the day. These diurnal water 

temperature variations are matched by inversely-correlated water level changes; i.e., when water 

temperature was at the freezing point, the water level rose by up to 0.2 feet, but when the temperature 

rose, water level dropped. This trend was characterized by the occurrence of open water with 

supercooling and anchor ice generation along the creek at night, followed by anchor ice melting or 

release during the day. On December 21, a cold front passed through the area, with air temperatures 

reaching a minimum of -14oF on December 24. This cold front generated widespread anchor ice 

formation along the entire creek bed that stayed in place until the evening of December 29 (Brian 

Remlinger, personal communication), even though air temperature rose above the freezing point by 

early morning on December 27 (Figure 1). 

 

Water level dropped precipitously at about 6:30 PM on the 29th, followed by rising water temperatures 

at about 11:30 PM (Figure 1). By the next day, essentially all anchor ice and border ice had been flushed 

out of the Creek along AE’s designated walking routes (Brian Remlinger, personal communication). At 

this time, we only have levels and temperatures from the USGS gage for late December and early 

January. However, AE downloaded the 6 Hobo pressure loggers that are deployed along the Creek on 

December 13. Comparison of the USGS gage record with the Hobo data from December 1 through 13 

show similar temperature and water level trends, strongly suggesting that the source of the warm water 

arriving at High School Road was from upstream of north Cache Street, approximately 3.7 miles  (6 km) 

upstream of the gaging station. 

 

It appears that upstream anchor ice and border ice acts as a buffer, keeping the water at the freezing 

point and maintaining local ice (either border or anchor ice) until the upstream ice is melted; thus, a rise 

in water temperature at the USGS site indicates essentially ice-free conditions upstream. This 
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supposition is reinforced by Brian Remlinger’s observation that essentially all ice along the designated 

walking routes was gone by December 30. Analysis of the upstream temperature and pressure logger 

data collected by AE from upstream of the USGS gage will allow confirmation of this deduction. 

 

Air and water temperatures dropped again on December 30, and water levels began to rise on 

December 31. This set the stage for the site visit: essentially no ice was present, air temperatures ranged 

from near 0oF to near freezing during the site visit, and the water temperature at the USGS gage 

dropped to the freezing point. The USGS gage shows an increasing trend in water level that peaked on 

the morning of January 5 at 2.65 feet. The water level increase was not uniformly upward, instead there 

is a complex daily variation in water level associated with changing air temperatures, insolation, and 

river ice conditions. On January 6, water level dropped precipitously back to about 1.8 feet (Figure 1). 

This water level drop coincided with an increase in water temperature to 36oF (2.4oC). On January 6, the 

ice weir on a rock-weir diversion structure upstream of Garaman Park completely melted out (Bill 

Wotkyns, personal communication). This, along with the temperature rise recorded at the USGS site, 

suggests that Flat Creek was once again essentially ice free.  

 

A summary of the major ice and water conditions observed during my site visit are listed below: 

 

 Flat Creek went from ice-free conditions on December 30 (Brian Remlinger, personal 

communication) to a completely anchor-ice carpeted creek bed on January 1 and 2. This anchor-

ice carpet was observed on the lower section of the designated walking route, from High School 

Road to the pedestrian bridge upstream of Garaman Park, on the evening of January 1. On 

January 2, the entire designated walking route was traversed; essentially all of the visible creek 

bed was carpeted in anchor ice (Figure 2). Significant anchor-ice free portions of the bed were 

observed on the left side of the Creek below the Kelly Tube (~600 square feet, these are very 

rough estimates), on the right side of the Creek below Virginia Lane (~ 400 square feet), and in 

the channel above the 2nd pedestrian bridge upstream of High School Road (~2500 square feet). 

This last location had a complete anchor ice cover in the morning that had released by the time 

we returned at 2:15 PM (Figure 3). 

 I entered the water at the three anchor-ice free locations mentioned above to observe anchor 

ice that was still in place upstream and downstream. The anchor-ice carpet at all three of these 

locations was 4 to 8 inches thick (10 to 20 cm) and composed of 1-3 mm diameter, irregular, 

thin, disk-shaped ice crystals. The biggest apparent difference in the anchor-ice masses at the 

three sites was the degree of hardness or induration. At Kelly Tube and Virginia Lane, it was 

relatively easy to dislodge anchor ice from the bed, or to push a finger into anchor ice masses. 

At the downstream pedestrian bridge, the anchor ice was strong enough to bear my weight in 

many places, and had to be kicked to free it from the bed. 

 Although anchor ice was ubiquitous, it did not have a uniform thickness along the Creek. All of 

the observed rock over pour structures and rock weirs along the designated walking routes had 

associated anchor ice weirs that raised upstream water levels (Figure 4). Due to safety concerns, 

I was not able to directly measure the ice thicknesses of any of these weirs. There is a 

fundamental difference between an anchor ice weir and an anchor ice dam. Weirs are 

composed of accumulated frazil and slush ice, and are completely under the water surface. In 

contrast, anchor-ice dams form when ice weirs breach the air/water interface. Anchor-ice dams 
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have cores composed of anchor-ice weirs that are sheathed in a hard ice surface that forms at 

the water/air interface. As a result, anchor ice dams are much more resistant to thermal or 

mechanical erosion compared to anchor-ice weirs. The cold freeze up conditions during 2016-

2017 winter created numerous anchor-ice dams, but conditions during this year’s site visit 

promoted anchor-ice weir formation. Presumably, if air temperatures had remained well below 

freezing, some of the observed anchor-ice weirs would have morphed into anchor ice dams, 

which may grow by means of accretion of drifting anchor ice and growth of aufeis (freezing of 

thin flows of water trickling over the anchor-ice dam). Anchor-ice weir formation was not 

restricted to in-stream improvement structures. They also formed at other places along the 

creek. By January 3, AE had mapped the locations of more than 30 anchor-ice weirs or dams 

along the Creek, their locations and history should be analyzed at the end of the ice season. 

 Anchor ice weirs raise upstream water levels, which may lead to overbank flooding. The worst 

flooding observed during the site visit occurred around an anchor-ice weir that developed on a 

rock weir for the diversion in Garaman Park. This anchor-ice weir grew over a period of six days, 

from December 31 through January 5. By January 5, overbank water levels were threatening 

infrastructure and a track hoe was hired to remove the anchor-ice weir. The track hoe was not 

able to reach the weir, but did clear accumulated slush ice from upstream. The next day the dam 

was thermally eroded, which mitigated the flooding threat (Bill Wotkyns, personal 

communication).  

 A second area of significant overbank flooding occurred along the JH Community Pathway 

around 100 to 120 yards downstream of the Pathway intersection with Elk Run Lane. Icings 

associated with this over bank flooding increased about 8” in thickness between January 2 and 

January 4 (Figure 5). This location provided a good illustration of how overbank icings form. 

These icings form as thin sheets of water freeze as they flow over existing ice layers, creating a 

very dense, grounded ice mass. Unlike anchor ice attached to the stream bed, these ice masses 

resist melting during warm-weather periods, filling space that might otherwise accommodate 

subsequent overbank flooding. 

 Anchor ice was released from some of the bed starting on the afternoon of January 2. Large 

masses of anchor ice, covering several square yards to several 10’s of square yards would rise 

from bed (Figure 6). It is not clear why anchor ice released from some portions of the bed, but 

not others. As this anchor ice drifted downstream, it would become disaggregated by flow 

turbulence, breaking up into smaller and smaller flocs until completely disaggregated. It 

appeared that the majority of the released, drifting anchor ice passed over existing anchor ice 

weirs, although a recently-released, relatively dense anchor ice mass did choke the channel 

upstream of the Garaman Park diversion structure for 150 or 200 feet, and contributed to local 

overbank flooding (Figure 7). Surprisingly, once this mass choked the stream, the majority of 

subsequent anchor ice arriving from upstream appeared to pass under the mass and over the 

anchor ice weir. Relatively little slush ice grew upstream once the initial mass was emplaced. 

 Thaw Well #2 was started at 10:40 on January 2. It ran for about 3 hours at ~½ speed. The warm 

thaw-well discharge cleared the anchor ice from the river right side of the channel for about 200 

feet downstream of the thaw well (as far as we could see from the Crabtree Lane pedestrian 

bridge). This resulted water level drop of about 1 foot along this reach. The next morning, the 

left side of the channel below the thaw well was still carpeted with anchor ice, but there was 

little or no new anchor ice where the release had occurred the previous afternoon. Although it 
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was impossible to determine why anchor ice naturally released from some parts of the bed and 

not others during the course of the site visit, it is clear that the presence of warm water results 

in the almost immediate release of attached anchor ice. 

 Based on observations made along the designated walking routes, the existing in-stream 

improvements do little or nothing to support surface ice cover growth. Ideally, these 

improvements slow the current enough to allow surface ice to grow at the air-water interface, 

rather than in the water column (frazil) or on the bed (anchor ice). The widespread carpet of 

anchor ice, seen upstream and downstream of all the in-stream improvements we could 

approach, along with the lack of significant surface ice growth during the four-day site visit show 

that frazil and anchor ice are the predominate ice types formed during the prevailing weather 

conditions. An alternative method of surface ice growth enhanced by the instream 

improvements might be juxtaposition, where released anchor ice and slush ice arriving from 

upstream are trapped by the in-stream improvement structures, bridging the creek and freezing 

into a continuous surface ice cover. The only place this was observed was a short section of the 

creek upstream of the Garaman Park diversion (Figure 7, discussed above). These observations 

indicate that expecting to grow an ice cover by juxtaposition in a shallow, steep, fast-flowing 

creek like Flat Creek is unsound, because slush ice arriving from upstream will pass under the 

existing ice cover and choke the creek channel, potentially resulting in rapid, catastrophic 

overbank flooding. 

 

DISCUSSION  
My site visit illuminated the ice and flow conditions that exist along Flat Creek during the winter months, 

and leads to several conclusions and an ice-management approach that the FCWID should consider 

further. 

 

Flat Creek is relatively wide and shallow, and therefore responds rather quickly to changes in air 

temperature.  Much of the creek, even with the instream improvements, flows with water depths less 

than 1 foot deep. The shallow depth and large aspect ratio (width to depth ratio), combined with 

relatively high slopes and current speeds create turbulent hydrodynamic conditions.  These flow 

conditions, together with the creek’s thermal responsiveness, promote frazil and anchor ice rather the 

formation of a stable surface ice cover. 

 

Stabilization of ice formation (of any form) along the creek is disrupted by the continuous input of 

relatively warm water from the springs in the Elk Refuge. Consequently, during most winters a 

significant reach of open water occurs that has the potential to generate frazil and anchor ice (with 

related flooding) when the inevitable cold front blows through. As documented in previous FCWID-

funded studies (Kempema and Ettema, 2016, 2017), the downstream end of this open-water reach will 

migrate upstream and downstream in response to changing weather conditions. This winter represents 

one extreme, when, apparently, no persistent surface ice cover has developed anywhere along the town 

reach. As a result, water level increases associated with anchor ice formation are occurring on a regular 

basis (Figure 1). Last year, in contrast, was characterized by an almost continuous surface ice cover 

through the town reach. This surface ice cover stayed in place until the thaw wells were activated. 
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The presence of ice, whether anchor ice or surface ice, raises water levels in a stream or river. A floating, 

surface ice cover raises the water level in two ways. First, the presence of floating ice takes up space in 

the channel, raising the water level. A simple analogy is adding ice cubes to a nearly-full glass of water; 

the water level will flow over the lip of the glass. Second, a floating ice increases the wetted perimeter 

of the stream, which increases frictional drag and raises the water level.  

 

Anchor ice on the stream bed also raises water levels by filling available channel space. However, anchor 

ice does not increase the wetted perimeter because it covers the already-existing bed. Anchor ice does 

have additional effects on water level, notably by altering channel roughness or flow-resistance. It does 

not accumulate as a uniform thickness on the bed, instead it preferentially collects on high spots like 

rocks protruding above the bed and rock weirs, creating backwater conditions that may cause flooding. 

These backwater effects drove the flooding observed at Garaman Park and downstream of Elk Run Lane 

during the site visit. In addition, anchor ice tends to release from the bed in large masses. The sudden 

release of large masses of anchor ice effectively rapidly increase stream discharge (consisting of water + 

floating, released anchor ice) that can quickly raise water levels when air temperatures rise, creating 

what Jasek et al. (2015) termed Anchor-Ice Waves (AIWaves). Jasek et al. (2015) indicate that AIWaves 

may raise water level by 30% in the Peace River in Canada. The USGS gage record (Figure 1 bottom) 

suggests that AIWaves may have occurred in Flat Creek. The sharp double spikes seen in water level 

during middays on December 31 through January 4 suggest AIWave formation. However, these double 

spikes, along with the daily increase in water level seen from December 5 through 18, may be the result 

of released anchor ice choking the channel and raising local stage (with no increase in discharge) rather 

than true AIWaves as described by Jasek et al. (2105). It should be noted that we could not directly 

detect the ~0.2 feet increase in stage that was recorded during these events. Also, when ice is present 

(particularly anchor ice), it is very difficult to determine whether changes in water level are due to 

changes in discharge (water flowrate) or the presence of ice. 

 

Based on my site visit, Dr. Ettema and I draw the following conclusions regarding ice formation and 

water flow along Flat Creek: 

 

1. The creek’s relatively wide shallow morphology makes the creek thermally very responsive to 

air-temperature fluctuations. 

2. It is likely that Snow King Mountain exerts an important influence on the creek’s daytime 

thermal condition, because the mountain blocks insolation heat from entering the creek. 

3. The creek’s inflow from the Elk refuge and the creek’s morphology, together, strongly promote 

frazil and anchor ice formation. 

4. Anchor-ice formation and release often results in localized ice-jamming and subsequent ice 

growth (notably by aufeis) that locally chokes water flow along the creek. 

5. The several structures placed as part of the in-stream improvements to the creek inadequately 

take into account the creek’s thermal behavior and the way ice forms along the creek.  The 

structures do not (cannot) promote a surface ice cover formation or reduce anchor-ice 

formation. Instead, the structures often become locations where anchor-ice dams form. 

6. Management of ice formation and potential flooding primarily requires consideration of the 

creek’s thermal characteristics. 
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OUTLINE OF AN ICE-MANAGEMENT APPROACH 
The conclusions mentioned above suggest the need for a multi-part approach to ice management along 

Flat Creek.  The approach is outlined below: 

 

1. Manage the creek’s thermal condition.  The likely feasible way to do this via the judicious use of 

the existing thaw-wells.  The purpose here is to produce the situation Figure 1 shows for the 

period of December 1 through 22, whereby thaw-well use promoted the daily release of anchor-

ice at key locations along the creek.  My observations indicate that small amounts of released 

anchor ice can be flushed through the creek without jamming.  Note that complete elimination 

of anchor ice is infeasible. 

 

Thaw-well use should involve water release at key locations where it will have greatest benefit. 

For example, the discharge point for Thaw Well #2 could be moved about 100 yards upstream of 

its present location so as to discharge warm water above the rock weir known to form an ice 

dam. 

 

Further, thaw-well use should be at key times related to forecasted weather conditions.  Likely, 

these key times need only be for several hours duration and then only during the period 

December 1 through February 15, when ice formation is known to be potentially problematic. 

 

2. To the extent possible, remove or modify locations (often creek-improvement structures) 

where anchor-ice weirs dams commonly occur, so that such ice dams occur much less 

frequently (or not at all).  This part of the approach requires that FCWID identify the locations 

where anchor-ice dams commonly occur. 

 

For example, the diversion rock weir at Garaman Park is a location where, during the last two 

winters, ice dams commonly occurred and caused localized flooding that threatened nearby 

creek-side condos. 

 

3. At locations where the FCWID is resigned to the formation of anchor-ice dams, have a backhoe 

excavator available so as to mechanically remove or reduce the dam.  This part may be 

considered a last resort, but is realistic, given the creek’s proximity to dwellings (houses, etc.). 

 

An alternative or additional action (where feasible) could be to construct relatively low levees 

around certain dwellings, protecting them from flooding. 

 

This approach entails a set of considerations FCWID must evaluate.  However, I encourage FCWID to 

think through the practical and economic issues associated with the approach outlined above. 

 

REFERENCES 
Alder Environmental, 2017, Flat Creek Winter Characterization Study, Methods & Data Summary 

Deliverables: Prepared for the Flat Creek Water Improvement District Prepared by ALder 
Environmental, LLC, Jackson Hole, WY. 
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Figure 1. TOP: Air temperatures from weather station JKNW4 from the period of December 1, 2017 through January 5, 2018. The dotted blue 
horizontal line is at 32oF. BOTTOM:  Water level and temperature measured at USGS gaging station 13018350, located just above the High School 
Road Bridge. There is an inverse relationship between water level and water temperature at this site. When water temperature drops to zero, 
water level rises in response to ice formation. Above freezing water temperatures result in a drop in water level, presumably due to melting 
and/or release of all upstream ice. Note that air temperature is in oF while water temperature is in oC..  
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Figure 2. Typical anchor ice coverage on the bed of Flat Creek on the morning of January 2, 2018. 

Essentially all of the bed observed bed was covered with a 4” to 8” (10-20 cm) thick layer of anchor ice. 

The emergent ice masses visible in the left center of the figure indicate that this anchor ice mass has 

grown by accretion of anchor ice drifting down from upstream in addition to in situ growth. 
 

 
Figure 3. On January 1 and the morning of January 2, the entire bed in this region was carpeted in anchor 

ice. On the afternoon of January 2, the anchor ice on the left side of the image had released from the bed 

(dark area) and drifted downstream as slush ice. By the afternoon of January 4, this entire cross section 

was anchor-ice free. View looking upstream from 2nd pedestrian upstream of High School Road.  
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Figure 4. Changes in an anchor ice weir between January 2 at 10:13 AM (TOP) and January 4 at 11:56 
AM (BOTTOM). This anchor-ice weir has grown and become partially emergent in 50 hours, and is 
beginning to transition from an anchor-ice weir to an anchor-ice dam. Water levels have increased both 
upstream and downstream of the dam, as seen by the flooded rocks in the center of the image above the 
ice-covered rock over pour structure, and the flooded grass in the lower left of the image below the rock 
over pour. There is very little change in the amount of border ice cover growth during this period. The T-
stake on the left contains a time-lapse camera. 
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Figure 5. Significant overbank flooding along the JH Community Pathway downstream of Elk Run Lane. 

The park bench seat is estimated to be about 16” high, water level rose 6” to 8” between January 2 and 4 

due to an anchor ice weir that formed on an existing rock over pour structure to the left of the 

photograph. 

 

 
Figure 6. Released anchor ice drifting downstream (right side of image) and accumulating in low-velocity 
zones (left side of image). The relatively large mass of drifting ice is recently-released anchor ice. As it 
continues to drift downstream, it will become more disaggregated and dispersed across the creek 
surface.  If cold air temperatures persist, the deposited slush ice on the left side of the image will freeze 
into a surface ice cover that could eventually bridge the Creek. 
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Figure 7. TOP: An anchor-ice weir (transitioning into an anchor-ice dam) on an existing rock weir 
diversion in Garaman Park. BOTTOM: A juxtaposed surface ice accumulation, consisting of released 
anchor ice, located upstream of the anchor ice dam shown in the top image. The approximately 150-feet 
long ice accumulation chocked the channel over a 5-minute period on January 2. 
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Re: Karns Meadow Development Proposal   February 20, 2018 

Mayor Pete Muldoon and Councilmen 
Town of Jackson 
 
Submitted electronically: Council@jacksonwy.gov 
 
Dear Mayor and Councilmen, 

The Flat Creek Water Improvement District Board of Directors (FCWID) would like to share with you the 
following insights regarding Karns Meadow and Flat Creek. We hope that we can be of assistance during 
your efforts to plan the future of Karns Meadow.  

The FCWID was formed in late in 2014 with the mission to “…explore and implement ways to prevent 
damage to private property due to winter flooding of Flat Creek … while maintaining and improving water 
and habitat quality within the stream corridor.” To fulfill this mission, we have been working closely with 
the Town of Jackson, Teton Conservation District, private contractors and the landowners along the 
creek.  

The FCWID recognizes the Karns Meadow stretch of Flat Creek as the most natural segment within the 
District’s boundaries, and within all of Jackson. Part of its natural value is witnessed in its ability to 
accommodate winter flooding by “storing” significant water (in the form of ice) which during the spring 
melt, enhances the riparian community beyond the reach of the creek itself.  

In addition, recent mitigation and habitat enhancement efforts have produced noticeable improvements 
to water quality and fisheries habitat. They have also contributed to the overall increase in the vitality of 
the meadow’s riparian and willow-shrub communities. For example, the construction of the storm water 
retention ponds in the southeastern portion of the meadow along with their meandering outlet streams 
have raised the ground water levels in that portion of the meadow which in turn has stimulated willow 
production. Second, the installation of rock weirs have created pooling, resulting in a rise in the 
surrounding ground water table again, contributing to improved health of the adjacent willow 
community.  

Recognizing the success of the recent mitigation efforts, the Town of Jackson went to great effort to 
successfully argue to maintain these structures when FEMA’s preference was to have them removed.  

In all, the FCWID views the Karns Meadow portion of Flat Creek as an asset to the community, a benefit to 
its surrounding habitats and a positive factor in our efforts to minimize the detrimental aspects of winter 
icing and subsequent flooding that threatens downstream private property.  To maintain these positive 
aspects of the work already completed in Flat Creek and to assist you with your long-term planning 
efforts for the meadow, we offer you our assistance and whatever information our research consultants 
have gathered thus far.  

In closing, we wish you well in your planning process and ask that whenever possible the FCWID be kept 
informed of the decision-making process, the work time-lines and pertinent events as you move forward. 

Respectfully, 

Bill Wotkyns 
Flat Creek Water Improvement District Board President 
bill@wotykns.com 
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FLAT CREEK WATER IMPROVEMENT DISTRICT 
The mission of the Flat Creek Water Improvement District is to explore and implement ways to prevent damage to 
private property due to winter flooding of Flat Creek with a commitment to honor water rights, represent the best 
interests of the district’s property owners and residents, while maintaining and improving water and habitat quality 
within the stream corridor. 
 

 
 
 

February 28, 2018 
 
TCD Board of Supervisors 
Dave Adams, Chairman 
420 West Pearl Avenue 
Jackson, WY 83001 
 
Dear Supervisor Adams:  
 
Please find attached to this letter the following: 
 

1. A recap of the Flat Creek Water Improvement District (FCWID) activity for calendar year 2017, 
2. A Financial Report covering the District’s financial activities in the current fiscal year, and 
3. A copy of a Local Government Annual Report Summary. 

 
Also, here in is a forecast of our upcoming year’s activities: 
 

1. Continue the District’s program of assessment of district members so as to build operating capital and an 
emergency activities reserve fund. 

2. Analyze data collected from this past winter’s creek behavior study activities.  (Note: this is the third year 
of study activities.) 

3. Develop actionable recommendations on future actions the District may take with respect to limiting 
damage and inconvenience due to winter-time flooding events. 

4. Continue to try to identify and access grant funding for projects that will further the mission of the District. 
5. Continue to obtain formal access agreements from our members for both creek monitoring purposes and 

for access with equipment to mitigate flooding. 
6. Play an active role in the Town of Jackson’s development of a SPET-funded downtown stormwater 

management plan as well as the Teton County-Jackson Parks & Recreation Department’s development of 
a long-term plan of use for the Karns Meadow.  In each instance the FCWID views itself as a stakeholder 
and the plans to be developed as having a potential material impact on the District and its mission. 

 
The FCWID board members want to once again thank the TCD Board of Supervisors for their continued support. 
 
Sincerely, 

 
Sinclair Buckstaff, Jr., Secretary 
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Page 1 of 1                          8_FCWID Annual Report (2017) 

Flat Creek Water Improvement District (FCWID) 
Annual Report 

February 28, 2018 
 

Mission Statement:  The mission of the Flat Creek Water Improvement District is to explore and implement ways to 
prevent damage to private property due to winter flooding of Flat Creek with a commitment to honor water rights, 
represent the best interests of the district’s property owners and residents, while maintaining and improving water and 
habitat quality within the stream corridor. 
 

I. FCWID Organization 
a. Amended the District’s Bylaws to reflect changes made in Wyoming state statutes by the state legislature.  

The change of greatest consequence was that having to do with the schedule of terms of sitting members 
of the Board going forward.  (Terms will be staggered on an every other year basis beginning in 2018 in 
order that elections will take place only every other year instead of every year.) 

b. Updated the District’s Calendar of Events containing due dates for all required filings, elections, 
assessments, report due dates, budgets and plans of work deadlines, insurance and bonding, Director 
elections, etc. 

II. FCWID Financials 
a. Adopted a Fiscal Year 2018 Budget in accordance with Wyoming state statutes and procedures. 
b. The District is in the process of developing a Fiscal Year 2019 Budget, again in conformance with Wyoming 

state statutes and procedures. 
III. Funding of FCWID Activities 

a. The Teton Conservation District shared funding with the FCWID for the third year of data collection on 
Flat Creek. 

b. 2018 Property Assessments (of $240 per property) were imposed on District members and are being 
collected at the current time.  This represents a further step on the way as the FCWID transitions away 
from financial support provided by the Teton Conservation District to a position of self-funding its 
activities. 

c. Grant opportunities were explored; however, no such opportunities were able to be tapped for the 
current fiscal year’s activities. 

IV. Flat Creek Flood Mitigation 
a. Engaged Dr. Edward Kempema (of the University of Wyoming) and Dr. Robert Ettema (of Colorado State 

University) to review and analyze the data collected by Alder Environmental LLC in the winter of 2016-17. 
i. Data and analysis performed by Dr.s Kempema and Ettema were incorporated into a technical 

paper submitted to an international conference specifically devoted to the subject of creek 
freezing phenomena.  The conference was held in Canada in the summer of 2017. 

b. Extended to a third year the contract with Alder Environmental LLC to perform wintertime data collection 
on the creek (winter 2017-18). 

c. The contract with Dr.s Kempema and Ettema was extended to a second year in order that they might 
review and analyze the data collected by Alder Environmental LLC in the winter of 2017-18 and make 
recommendations, based on their review of two years worth of data and on-site field visits, on actions the 
District might take to reduce the risk of property damage associated with winter-time flooding. 

V. Communications with District Members (Currently there are 198 District Members) 
a. Regular posting of Board Meeting dates and times in the Jackson Hole News & Guide. 
b. Advertisement of the District’s Budget Hearing in the Jackson Hole News & Guide. 
c. Maintenance of the District’s Website—Updates, posting of FCWID Board of Director Meeting Minutes, a 

chat room, and posted annotated photos are all elements of the District’s outreach through its website. 
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